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FL-BC3518-9M - F1.8/35mm 

                             

Spezifikationen 

Beschreibung 

manuell geregeltes, hochauflösendes und baukleines 9-Megapixel-Objektiv mit 
Fixierschrauben, C- und CS-Mount Kameras 

Auflösung von 147 lp/mm von der Bildmitte bis in die äußersten Bildecken 

Besonderheiten Pixel Pitch: 3,45 µm (1,1”) 

Format 1" (1.1") 

Mount C 

Brennweite 35,0 mm 

Blendenbereich F1,8 - 22 

Blendenregelung manuell 

max. Blendenöffnung F:1,8 

Fokussteuerung manuell 

MOD (Minimale Objekt 
Distanz) 

0,15 m 

Filtergewinde (mm) 40,5 x 0,5 

Abmessungen (mm) 42 x 60,5 

Gewicht 150 g 
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Temperaturbereich -20°C bis +50°C 

Bemerkung Schnittweite: 16,8 mm; verfügbar 

Bildwinkel, horiz. 1/2" 10,4° 

Bildwinkel, horiz. 1/1,8" 11,7° 

Bildwinkel, horiz. 2/3" 14,3° 

Bildwinkel, horiz. 1" 20,7° 

Bildwinkel, horiz. 1,1" 22,7° 

Auflösung 9MP (1") 12MP (1,1") 

 



Thank you for downloading this document from 
www.machine-vision-shop.com

 
If you have any questions, you need help composing the

right package for your application or do you want to order?  
 

Feel free to contact us via e-mail at sales@vision-
consultancy.nl or visit our webshop.

 
Our vision experts are happy to help you.
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